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Introduction

 Ce document répertorie l'ensemble générique de commandes à collecter auprès des
commutateurs Nexus pendant/après un problème pour les cas TAC.

La liste des commandes peut être collée au cli du commutateur exactement comme indiqué sans
aucune modification. Certaines commandes peuvent être erronées si les fonctionnalités
correspondantes ne sont pas implémentées. Ce résultat est attendu et ne posera aucun problème.

Si vous avez associé de manière proactive un show tech au dossier TAC, vous pouvez ignorer la
liste ci-dessous.

Nexus 3000

La liste des commandes peut être collée au cli du commutateur exactement comme indiqué sans
aucune modification. $(SWITCHNAME) sera automatiquement remplacé par le nom d'hôte.

echo 'show clock' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show clock >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show inventory' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show inventory >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show version' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show version >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show module >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show run' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show run >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show logging log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show logging log >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show log nvram' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show log nvram >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show accounting log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show accounting

log >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cdp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show cdp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show lldp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show lldp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt



echo 'show copp status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show copp status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show policy-map interface control-plane' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

; show policy-map interface control-plane >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show hardware rate-limiter' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

hardware rate-limiter >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show system reset-reason' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show system

reset-reason >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show span summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show span summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vpc' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vpc >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show int status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show int status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show port-channel summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show port-

channel summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip int bri vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip int

bri vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cores' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show cores >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show diagnostic result mod all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

diagnostic result mod all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip route vrf all summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

route vrf all summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show mac address-table count' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show mac

address-table count >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vlan summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vlan summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module internal exceptionlog' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

module internal exceptionlog >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes cpu history' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes cpu history >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes memory sort' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes memory sort >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show interface counters errors' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

interface counters errors >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show fex' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show fex >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show license usage' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show license usage

>> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip eigrp neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

eigrp neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip ospf neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

ospf neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip bgp vpnv4 vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip bgp

vpnv4 vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'dir logflash:' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; dir logflash: >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

!zip the file

gzip $(SWITCHNAME)_cmds_for_tac_case.txt

Nexus 5000/6000

echo 'show clock' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show clock >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show inventory' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show inventory >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show version' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show version >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show module >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt



echo 'show run' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show run >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show logging log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show logging log >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show log nvram' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show log nvram >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show accounting log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show accounting

log >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cdp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show cdp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show lldp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show lldp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show copp status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show copp status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show policy-map interface control-plane' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

; show policy-map interface control-plane >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show hardware rate-limiter' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

hardware rate-limiter >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show system reset-reason' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show system

reset-reason >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show span summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show span summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vpc' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vpc >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show int status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show int status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show port-channel summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show port-

channel summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip int bri vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip int

bri vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cores' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show cores >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show diagnostic result mod all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

diagnostic result mod all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip route vrf all summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

route vrf all summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show mac address-table count' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show mac

address-table count >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vlan summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vlan summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module internal exceptionlog' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

module internal exceptionlog >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes cpu history' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes cpu history >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes memory sort' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes memory sort >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show interface counters errors' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

interface counters errors >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show fex' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show fex >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show license usage' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show license usage

>> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip eigrp neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

eigrp neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip ospf neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

ospf neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip bgp vpnv4 vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip bgp

vpnv4 vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'dir logflash:' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; dir logflash: >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

!zip the file

gzip $(SWITCHNAME)_cmds_for_tac_case.txt



Nexus 7000

!COLLECTEZ CES SORTIES À PARTIR DU VDC D'ADMINISTRATION ET DU VDC EN
QUESTION.

echo 'show clock' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show clock >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show inventory' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show inventory >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show version' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show version >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show module >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show run' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show run >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show logging log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show logging log >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show log nvram' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show log nvram >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show accounting log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show accounting

log >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cdp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show cdp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show lldp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show lldp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show copp status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show copp status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show policy-map interface control-plane' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

; show policy-map interface control-plane >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show hardware rate-limiter' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

hardware rate-limiter >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show system reset-reason' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show system

reset-reason >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show span summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show span summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vpc' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vpc >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show int status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show int status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show port-channel summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show port-

channel summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip int bri vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip int

bri vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cores' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show cores >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show diagnostic result mod all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

diagnostic result mod all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip route vrf all summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

route vrf all summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show mac address-table count' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show mac

address-table count >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vlan summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vlan summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module internal exceptionlog' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

module internal exceptionlog >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes cpu history' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes cpu history >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes memory sort' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes memory sort >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show interface counters errors' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show



interface counters errors >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show fex' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show fex >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show license usage' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show license usage

>> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip eigrp neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

eigrp neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip ospf neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

ospf neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip bgp vpnv4 vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip bgp

vpnv4 vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'dir logflash:' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; dir logflash: >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vdc' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vdc >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

!zip the file

gzip $(SWITCHNAME)_cmds_for_tac_case.txt

Nexus 9000

echo 'show clock' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show clock >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show inventory' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show inventory >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show version' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show version >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show module >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show run' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show run >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show logging log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show logging log >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show log nvram' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show log nvram >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show accounting log' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show accounting

log >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cdp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show cdp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show lldp nei' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show lldp nei >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show copp status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show copp status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show policy-map interface control-plane' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

; show policy-map interface control-plane >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show hardware rate-limiter' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

hardware rate-limiter >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show system reset-reason' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show system

reset-reason >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show span summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show span summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vpc' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vpc >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show int status' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show int status >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show port-channel summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show port-

channel summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip int bri vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip int

bri vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show cores' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show cores >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt



echo 'show diagnostic result mod all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

diagnostic result mod all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip route vrf all summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

route vrf all summary >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show mac address-table count' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show mac

address-table count >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show vlan summary' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show vlan summary >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show module internal exceptionlog' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

module internal exceptionlog >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes cpu history' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes cpu history >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show processes memory sort' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

processes memory sort >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show interface counters errors' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show

interface counters errors >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show fex' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show fex >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show license usage' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; Show license usage

>> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip eigrp neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

eigrp neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip ospf neighbor vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip

ospf neighbor vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'show ip bgp vpnv4 vrf all' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; show ip bgp

vpnv4 vrf all >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

echo 'dir logflash:' >> bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt ; dir logflash: >>

bootflash:$(SWITCHNAME)_cmds_for_tac_case.txt

!zip the file

gzip $(SWITCHNAME)_cmds_for_tac_case.txt
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